
1. Geometries

1.1 Zinc coatings

Product portfolio
Wuppermann Polska sp. z o.o.

Wuppermann Polska sp. z o.o. | Version: 2.0 | Valid from: 01.09.2023

All information in the Wuppermann Group´s product portfolio is non-binding. The Wuppermann Group reserves the right to change its product range at any time without prior notice. 

1.2 Steel grades and tube standards

1.2.1 Tube standards

1.2.2 Steel grades

1.3 Processing possibilities

Pickled and galvanized tubes

2. Further specifications

Available On request

up to +/- 0.07 mm
Wall thickness tolerances

3,000 – 12,000 mm
Production lengths

300 – 3,000 mm
Fixed lengths

1.50 – 3.5 mm
Wall thickness

Ø 33,7 – 88,9 mm

30 x 18 – 80 x 40 mm

20 x 20 – 60 x 60 mm

40 x 20 mm

Z50 – Z275

EN 10305 part 3 respectively part 5

EN 10219

Sawing
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Pickled and galvanized tubes
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Wuppermann Polska sp. z o.o
Ul. Fabryczna 3
PL-67320 Malomice

Phone +48 (0) 68 3780 101 
Fax +48 (0) 68 3780 102
info.wpl@wuppermann.com

Wuppermann Austria GmbH
Gußstahlwerkstraße 23
A-8750 Judenburg

Phone +43 (0) 50 910 400 
Fax +43 (0) 50 910 412
info.wa@wuppermann.com

Wuppermann Metalltechnik GmbH
Großalmstr. 7
A-4813 Altmünster 

Phone +43 (0) 50 910 500
Fax +43 (0) 50 910 508
info.wmt@wuppermann.com
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